SHEER ELEGANCE – BY SHADEX®
HOW TO INSTALL

PLEASE ENSURE THAT ALL IMPORTANT MEASURING GUIDELINES HAVE BEEN FOLLOWED BEFORE YOU BEGIN INSTALLATION.

HELPFUL QUICK TIPS
BEFORE YOU BEGIN, HERE ARE SOME HELPFUL TIPS TO EASE THE INSTALLATION OF YOUR NEW SOFT ROLL SHADE.

· REVIEW YOUR INSTALLATION INSTRUCTIONS FIRST.
· DO NOT USE KNIVES OR SHARP OBJECTS TO OPEN YOUR PACKAGE AS THIS MAY CAUSE DAMAGE TO YOUR NEW SHADE.

· DO NOT UNROLL THE SHADE BEFORE INSTALLATION.

· HANDLE SHADE BY ALUMINUM EXTRUSTION AND NOT BY THE FABRIC.

· TEST YOUR BRACKETS ON HEADRAIL, BEFORE INSTALLATION.

· INSTALL YOUR BRACKETS.

· ENSURE HANDS ARE FREE FROM DIRT.

· ALWAYS USE CORD/CHAIN SAFETY HOLD DOWN.

INSIDE MOUNT – INSIDE/CEILING
· CEILING BRACKETS HAVE A SPRING LOADED PLASTIC LATCH THAT SNAPS THE HEADRAIL INTO PLACE.

· THIS PLASTIC LATCH HAS A LIP THAT “MUST” FACE TOWARD THE INSIDE OF THE ROOM.
· THE PLASTIC LIP IS ALSO USED TO REMOVE THE SHADE BY SIMPLY PUSHING ON THE LIP TO UNLATCH THE HEADRAIL.

· THE BACK OF THE BRACKET IS METAL AND HAS 2 HOOKS WHICH MUST FACE TOWARDS THE WINDOW.

· A DISTANCE OF APPROXIMATLEY ¾” MUST BE FREE BETWEEN BACK OF METAL BRACKET AND WINDOW MULLION TO ALLOW INSTALL OF HEADRAIL.

· SCREW BRACKETS INTO PLACE WHILE ENSURING THAT YOU GUIDE THE SCREW IN THE CENTER OF THE SLOT HEAD AND THAT IT DOES NOT INTERFERE WITH THE SPRING LOADED PLASTIC LATCH.
· DO NOT OVER TIGHTEN.

· THE TOP OF THE FASCIA HAS 2 LIPS.  ONE IN FRONT AND ONE ON THE BACK.  THIS IS WHERE BRACKETS WILL SNAP INTO.

· THE CURVED PART OF THE FASCIA WILL FACE TOWARDS THE INSIDE OF THE ROOM.

· WHILE CAREFULLY HOLDING THE BLIND, ANGLE THE BLIND SLIGHTLY DOWNWARDS SO THAT THE BACK LIP OF THE HEADRAIL HOOKS ON TO THE BACK OF THE METAL BRACKETS.

· ONCE HOOKED INTO THE BACK OF THE METAL BRACKET PUSH THE HEADRAIL UP GENTLY SO THAT THE FRONT OF THE SPRING LOADED PLASTIC LATCH SNAPS INTO PLACE WITH THE FRONT OF THE HEADRAIL LIP.

· PUSHING IN THE PLASTIC LIP WILL EASE INSTALLATION.

· INSTALL THE CORD HOLD DOWN.

OUTSIDE MOUNT – WALL/FRAME BRACKETS
· WALL/FRAME BRACKETS ARE THE SAME AS THE ABOVE ONLY WITH AN “L” SHAPED ANGLE BRACKET WITH FOOT PLATE.

· PRE DRILLING THE HOLES WILL HELP TO PREVENT CRACKING/SPLITTING WHEN MOUNTING ON A WOOD FRAME.
· INSTALL BRACKETS SO THAT THE TOP OF THE BRACKET IS IN THE PROPER POSITION FOR YOUR LENGTH MEASUMENT.
· ENSURE THAT THE BRACKETS ARE LEVEL.

· INSTALL THE BLIND AS ABOVE.
· INSTALL CORD HOLDDOWN.
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